
The SalonSafe™ Manicure 
Ventilation Stations require no 
engineering or specialized 
installation.   

The FRESHAIRE ventilation 
unit is lightweight and can be 
installed easily indoors. 

One FRESHAIRE vent unit can 
connect up to 4 daisy-chained 
manicure stations. 

Filters are easily accessed and 
replaced.  

The FRESHAIRE vent unit 
plugs into a standard electrical 
outlet and is controlled by a time 
clock or switch. 

The need for the SalonSafe™ Manicure 
Ventilation Station was realized by the 

inventors based on their real-world  
observations and work with nail salon 

owners. 

The SalonSafe™ Manicure Ventilation 
System is patent pending and designed to 

provide code compliant ventilation 
solution for nail salons. 

 

For inquires and more information, please 
see our website 

250 E. Main Street  
Norton, MA 02766 

855-855-3681 
www.SalonSafe.net 

SalonSafe, LLC 

Architect & Engineer 
Designed for a Healthy 
Salon Environment 

Easy Installation 
Easy Maintenance 

Source Capture 
and Ventilation  

Captures vapor & dust at the 
source & brings in clean, fresh air.  

TM 
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SOURCE CAPTURE IS CODE REQUIRED 

The International Mechanical Code requires that nail 
salon exhaust shall include ventilation tables or other 
systems to capture contaminates and odors at their 
source and be capable of exhausting a minimum of 
50cfm per station and prohibit the recirculation of 
the exhausted air. 

THE PROBLEM WITH CURRENT METHODS 

Other source capture methods available today can be 
bulky, noisy, and expensive and require frequent 
maintenance to operate properly.  They just don’t 
lend themselves to a tranquil spa or salon setting. 

And while they may filter the intake air, these units 
exhaust that stale air back into the room…a violation 
of the International Mechanical Code. 

Some source capture solutions that do exhaust 
outdoors DO NOT provide fresh, outdoor air, 
leaving the salon space with an unhealthy & 
unbalanced HVAC circulation system.  
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THE BENEFITS OF SALON SAFE’S ™ 
VENTILATION SYSTEM 

• Captures contaminates at the source 

• Provides fresh, outdoor air 

• NO airstream mixing or recirculation 

• Energy efficient and cost effective 

• No special engineering or HVAC balancing 

• Easy to install 

• Complies with IMC, ADA and OSHA 

• Quiet fan operation 

• Easily maintained (the static plate core 
needs only annual cleaning) 

• Meets ANSI Z9.9 for ventilation systems 

• Simple, elegant design 

“ …we will not tolerate unsafe working conditions – period.” 
- New York Governor, Andrew Cuomo regarding nail salon workers 

Fresh Air & 
Energy Efficient 

SalonSafe’s™ FreshAire vent unit  
handles both exhaust and fresh 
airstreams while also moderating 
temperature extremes and humidity 
both in summer and winter.  It also 
removes formaldehyde and other nail 
salon chemical pollutants at the 
source. 

The static-plate core is the key.  
These resin plates transfer both heat 
and water vapor from the exhaust air 
to precondition the fresh outside air 
using the available energy in the 
exhaust air leaving the building. 

At the same time, the supply and 
exhaust airstreams NEVER mix or 
come in contact with one another.  
This makes SalonSafe’s ™ Manicure 
Ventilation System the ONLY choice 
for nail salon compliance with the 
International Mechanical Code. 


